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NETWORK TESTERS

Gigabit LAN Qualifier with Network Diagnostic Tool

Easy Cable Testing and Ethernet Speed Certification.

The NetXpert 1400 provides a complete solution for cable qualification and 
troubleshooting of active networks, enabling rapid, simple verification and 
documentation of the capability of cabling links to support Gigabit Ethernet 
operation compliant with the IEEE 802.3ab standard. A “Pass/Fail” result 
indicates whether the existing cabling can support data rates up to 1 Gbit/s.

FEATURES
• Tests network and coaxial cabeling

• Qualifies data cabling for IEEE 802.3 compliance at transmission rates of up to 1 Gbit/s (BERT)

• Determines signal-to-noise ratio (SNR)

• Measures delay skew

• Performs full TDR for pair length and distance to fault measurements

• Full-color wire map shows opens, shorts, miswires, and split pairs

• Results can be saved in the tester, and standards-based measurement

• Reports showing “Pass/Fail” results can be generated

The NetXpert 1400 is a cost-effective alternative for installers and operators of network cabling systems where quali-
fying cabling bandwidth up to Gigabit Ethernet is sufficient. The NetXpert 1400 allows users to verify whether cabling 
links will support a maximum data rate of up to 1 Gbit/s irrespective of the category of the cables, patch panels, or 
outlets installed.

Performing standards-based tests with real data as per IEEE 802.3ab and Bit Error Rate Tests (BERT) the NetXpert 
1400 tests the error free data transmission at 100 MBit/s or 1 Gbit/s. In addition, parameters affecting signal quality 
can be displayed including Signal-to-Noise ratio (SNR) and delay skew. Delay skew in a 4-pair cable indicates the signal 
time delay between pairs and can impact Gigabit Ethernet performance.

Continuity test results of all 8 wires and the shielding are displayed in full-color wire map format while showing cable 
faults such as opens, shorts, miswires, and split pairs in a clear and easy to understand way. Cable length and distance 
to the cable fault are determined using advanced TDR (Time Domain Reflectometer) technology. 
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The results can be saved in the NetXpert 1400 and full color reports can be generated for documentation purposes. 
Featuring a bundle of network testing capabilities, the NetXpert 1400 assists you with verifying network configuration 
and troubleshooting as any moves, adds & changes (MACs) performed will require a renewed verification. The NetXpert 
1400 verifies, when connected to a communications outlet, if a link can be established to the switch and which con-
nection speeds are supported (up to 1Gbit/s). The Ping test detects the availability of individual and lists of IPv4 and 
IPv6 addresses and any user-selectable URLs.

On top of this, the user can choose from a range of other network tests, such as LLDP/CDP/NDP and VLAN discovery 
and comprehensive PoE (Power over Ethernet) tests, including a load test. 

• Link test up to 1 Gbit/s to identify link capability and link status

•  Ping to a single or lists of IPv4 and IPv6 addresses (Ipv6 planned) as well as any URL on the internet

• CDP/LLDP/NDP and VLAN discovery

• PoE / PoE+ detection and load test for voltage drop

• DHCP test

• Traceroute

• Switch port identification by blinking the port LED

Full-color, Easy-to-Use Touch Screen

The full-color touch screen and another 4 buttons make the NetXpert 1400 easy to use while the high-resolution color 
screen guarantees excellent readability in any environment. Its ruggedized design is ideally suited for rough handling 
environments. Test reports and documentation can be generated directly on the device.

NetXpert 1400

Network and Cabling Qualifier

Tests all cable connections

Wire map showing shorts, cuts

Network Tests with PoE

Link connectivity, LLDP, ping and DHCP

Qualification of IEEE-connectivity up to 1 Gbit/s

NetXpert main unit, active remote

2 x power supply, 4 GB SD card

Micro USB cable, 1 network set and coax remote set (each #1-5), F-connector coupler

2 x Network patch cable

2 x sacrificial cable, hanging strap and clip, carrying case

Bestellnummer

226533
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Inline Gigabit Network Analyzer

The essential tool for LAN installers, technicians, managers and service pro-
viders

The LanExpert 80 Network Analyzer is an essential tool for installing, monitor-
ing, maintaining, upgrading or troubleshooting any network. The LanExpert 80 
utilizes a color touchscreen interface to access one of the most complete suites 
of test and analysis functions available in a portable test tool. 

FEATURES
• Inline Network Analysis

• Expert Advice

• Network Connectivity Tests

• Packet Capture and Monitoring

• Cable Tests - Wire Map, Length and Power over Ethernet

• Traffic Generator

• Stress Test - RFC 2544

The Inline Mode allows users to non-intrusively monitor network traffic (10/100/1000BaseTX) to identify protocols, 
port usage, VoIP statistics and network utilization. The LanExpert 80 can capture and store up to 10,000 packets with 
user defined filters for detailed analysis in the field or downloaded over the network or to a USB flash drive. Using either 
RJ45 port, tests including Ping, Link, Trace Route, DHCP and Discovery function are used to quickly identify network 
problems. The LanExpert 80 can generate up to 100% traffic loading with control of packet rate and size to demon-
strate network performance at various traffic levels.

LanExpert 80
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Additionally, a stress test that generates traffic and measures performance metrics, in accordance with RFC 2544, is 
also provided. The stress test can be conducted using the two independent ports on a single unit or used with a sec-
ond unit located remotely on a network. PoE tests include voltage and inline current measurement to determine the 
actual power used by a powered device. The LanExpert also tests cables for shorts, opens, split pairs, reversed pairs, 
measures cable length and generates tones for cable tracing.

LanExpert (LE80) - 2 x Fixed 10/100/1000BaseT Interface

Inline Gigabit network and protocol analyzer, traffic generator

RFC2544 test routine, with extended cables, network and cable test

Handheld main unit with color touch screen

Pouch, remote terminator

Memory stick (contains manual and PC console software)

Short reference guide and charger

Order Number:

226020
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